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We are pleBsed that you have chosen a Browning 22 Semi-Auto sBmi-auton\atic n'/te. 

The 22 Senii-Auro is certainly a rifle you am proud to own. It has an unequaled repumtion for de- 
pendability and gooti handling. Tfie semi-automatic action gives you rapid fire and unexcelled accuracy^ 



The 22 Semi-Auto is a tnie Browning — designed by the master gunmaker John Moses Browning him- 
self. it was revolutionary' in its day, and remains tlie standard by w^hich other .22 calii^jer semi-automatics 
are judged. Your current 22 Semt-Auto rifle follows tlie great Browning tradition — superb cntftsnian- 
ship, handsome styling and proven dependability. With a reasonable amount of care^ your 22 Semi-Auto 
should give you many years of dependable, enjoyable ser\%’e, 



Please Feel free to wmte us immediately if yot: have any observ’ations regartling its 
perfomiance and operation. 




Browning 

A 



Route Morgan, Utah S40$0 

Diithbimi in Canada by limvftiiig Canada Spans Ud/Uee. St-hitifcnn, Queix'C }IdS 



Printed in Japan 37055 



22 SEMI-AUTO 




You Are 
Responsible 
For Firearms 
Safety 

As a gun owner, you accep[ a se( of deinanding 
responsibiiiiies. How seriously you (ake these re- 
sponsibilities can be the difference between life 
and death. 

1’liere Ls no excuse for careless or abusive han- 
dling of any firearm. At ail times handle your 22 
Semi- Auto and any other fireami wiili intense re- 
spect for its powder and potential danger, 



cal '"safeties” merely aid safe gun handling and 
are no excuse for pointing your rifle's muzzle in 
an unsafe direction. 

Safe gun handling does not stop with your 
gun's mechanical “safely’^’ devices. It starts there. 
jMvvays treat your firearm w^ith the respect due a 
loaded, ready-to-fire gun. 

3 WHENEVER YOU HANDLE YOUR 22 SEm 
AUTO, OR HAND IT TO SOMEONE, FIRST, 
MAKE SURE THE SAFETY IS IN THE "ON 
SAFE^^ POSITION, AND THEN ALWAYS OPEN 
THE ACTION (MMEDIATELY 2nd visually check 
tlie chamber, receiver cavity and magazine to 
be certain they do not contain any ammunition. 
(See section titled “Unloading Without Firing" 
on page 7 for unloading infomiation.) 

4 DO NOT TRANSPORT YOUR 22 SEMI- AUTO 
LOADED^ whether in a scabbard, gun case, or 
other container. 

5 BEWARE OF BARREL OBSTRUCTIONS. 

always check the barrel of your 22 Semi-Auto if 



READ AND UNDERSTAND ALL THE PROPER 
HANDLING AND INSTRUCTION PROCEDURES 
OUTLINED IN THIS BOOKLET BEFORE USING 
YOUR NEW FIREARM. 



1 AL WA YS KEEP THE MUZZLE OF YOUR 22 
SEMI-AUTO POINTED IN A SAFE DIRECTION. 

Never point your rifle at anything you do not 
intend to shot?t. 






DO NOT REL Y TOTALLY ON YOUR FIREARMS 
MECHANICAL “SAFETY*^ DEVICES. ALWAYS 
ASSUME THAT YOUR 22 SEMFAUTO CAN BE 
FIRED WITH THE SAFETY ON. The word 



‘"safety" tiescrihes a gun's blocking oi' disengag- 
ing medtanism for the tiigger, sear, hammer 
and/or firing pin. Although mechanical devices 
place your 22 Setni-Auto rifle in a safer status, 
no guarantee can l>e made that tlie rifle will nc]t 
fire even if tlie “safew" is on tlie "on safe" 
position. 



Like any mcdianical device a safety can some- 

■ * 

times fail; it can ix.’ j[irred or inadvertently 
manipulated into an unsafe condition. Mechanic 



there is a,ny quest icm alxrut thei'e l>ei ng an 
olistrtiction. TO DO THIS ALWAYS REMOVE 
THE BARREL FROM THE RECEIVER. Before 
you check for a barrel t]bsLnjction be sure to 
open the action, dear the magazine, and 
itispea the chamber. OE CERTAIN NO LIVE 
ROUND IS IN THE CHAMBER, llien remove tlie 
bitnel frojii the jecei\'er as explained on page 6, 
and glance dowm the bairei to be sme it is clear 
of any obstnx'tioji. It takes only a small 
o!>s[mction to dangerously increase ixessiircs. 
Before the fii'st firing, clean the bore with a 
cleaning rod and patch, and wipe away any 
anri-mst compounds in the chambei' anci 
amund the action. See Xare anti Cleaning” on 
page 15. 

6 BE CERTAIN YOUR RIFLE IS UNLOADED 
BEFORE CLEANING. Because so many gun 
accidents occui’ when a firearm is being 
deaned, special and extieme care should be 
taken to be sure your rifle is unloaded l>efom 
disassembly, cleaning and reassembly. Keep 
ammunition away from the cleaning [oaition, 



Never [est tlie ineclianical function of any 
firearm with live amiminition. 

7 ALWAYS UNLOAD YOUR GUN WHEN NOTiN 
USE. Your re.sponsibilities do not end when 
your tlreami is una [tended . Store your gun and 
ammunition separately and well beyond the 
reach of children. 

Take all safeguards to ensure your gun does 
not become available to untrained, inexperi- 
enced or unwelcome hands. 

S USE THE PROPER. AMMUNmON. The banel 
and action of this rifle have been made with 
substantial safety margins over the pressures 
developed by established American commercial 
loads. Nevetiheless, Browning assutnes no 
liabiEiy for accidents which occur through 
the use of cartridges of 7wnstandard di- 
mettsions or which develop pressures in 
excess of commercially available ammuni- 
tion ivhkh has been loaded in accordance 
with standards established by SAAMf 

(Sporting Anns and Ammunition Manufac- 
turers' Institute f 

9 EKAmNE EVERY CARTRIDGE YOU PUT IN 
YOUR 22 SEm-AUTO RIFLE. iTie caliber of 
your 22 Semi -Auto is inscribed on the right side 
of the barrel. The curretti model Browning 
22 Semi-Auto is designed for .22 Long Rifle 
cartridges o7ily. Do not use nutgnum car- 
tridges. Browning cannot assume any respoj-]- 
sihility for the use of uasafe or improper arms 
and ammunition combinations. It is your re- 
sponsibility to read and heed all warnings, in- 
cluding those that appear in the instRiction 
manual and on ammunition Ixixes. 

Serious injury to yourself and damage to your 
gun may result from improper cartiidge use, 

10 DO NOT SNAP THE FiRfNG PIN ON AN EMPTY 
CHAMBER — THE CHAMBER MA Y NOT BE 

Treat even- gun with the respect due a 
loaded gun, even tliough you are certain the 
gun is unloaded. 



11 KEEP YOUR FINGER AWAY FROM THE 
TRIGGER WHILE UNLOADING AND LOADING 
— UNTIL YOU ARE READY TO SHOOT 

12 BE SURE OF YOUR TARGET AND BACKSTOP, 

particularly during low light pericKJs. Know the 
range of your ammunition. Never shoot at 
water or hard objects. 

!3 HUNTING FROM ELEVATED SURFACES SUCH 
AS TREE STANDS IS DANGEROUS and may 

increase the risk of misliandling your fireamt. 
The following rules should always be obsen^ed 
by you and those you Ituni with^ Always make 
certain that the stand I'teing used is safe and 
stable; Always make certain that your firearm is 
unloaded when it is being taken up and clown 
the stand; Always make certain that your fire- 
arm is not dropped from the stand, or dropped 
wit lie it is being taken Lip or down the stand. 
Remember, a loaded firearm may discharge 
when dropped, even with the safety on. 



14 DROPPING YOUR 22 SEMUAUTO WHEN 
LOADED CAN CAUSE AN ACCIDENTAL 
DISCHARGE EVEN WITH THE SAFETY IN THE 
"0/V SAFE'^ POSITION. Be extremely careful 
while hunting or during any si looting activity, 
to avoid dropping any firearm. 

15 ALWAYS UNLOAD YOUR RIFLES CHAMBER 
AND OPEN THE BOL T BEFORE CROSSING A 
FENCE, CLIMBING A TREE, JUMPING A DITCH 
OR NEGOTIATING OTHER OBSTACLES. Never 
lean or place your 22 Semi- Auto rifle against a 
fence, tree, car or otlter similar object. 

16 IF YOUR 22 SEMI-AUTO FAILS TO FIRE, KEEP 
THE MUZZLE POINTED IN A SAFE DIRECTION. 

Hold this position for a minimum of 30 
seconds. Carefully open the action and remove 
the cartridge, If the rim (primer) is indented, the 
cartridge should Ix^ disposed of in a way that 
cannot cause hann. If the rim (primer) is not 
indented, your fireami sliould l)e examined by 
a qualified gunsmith and the cause of the 
malfimciion should be corrected before further 



use. 




17 WEAR EYE AND BAR PROTECTION WHEN 
SHOOTfNG. Unprotected, repeated exposure to 
gunfire can cause hearing damage. Wear ear 
protectors to guard against such damage. Wear 
shooting glasses to protect your eyes from 
flying particles. Also, wear eye protection when 
disassembling and cleaning your rifle to prevent 
the possibility of springs, spring-tensioned 
parts, solvents or other agents from coming in 
contact with your eyes. 

1 8 BE DEFENSIVE AND ON GUARD AGAINST 
UNSAFE GUN HANDLING AROUND YOU AND 
OTHERS. Don’t be timid when it comes to gun 
safet)', If you observe other shooters violating 
any of these safety precautions, politely suggest 
Siifer handling practices, 

19 SUPERVISE AND TEACH FIREARMS SAFETY 
TO ALL MEMBERS OF YOUR FAMIL Y — 

especially to children and nonshooters. Closely 
supCA'ise newcomers to the shor?ling spoils, 
Encourage enrolhiient in hunting/sliooting 
safety courses. 



20 NEVER DRINK ALCOHOLIC BEVERAGES OR 
TAKE ANY TYPE OF DRUGS BEFORE OR 
DURING SHOOTING. Your vision and judgment 
could be dangerously impaired, making your 
gun liandling unsafe to you or to others, 

21 PERIODIC MAINTENANCE — A VOID UNAU- 
THORIZED SERVICING. Your 22 Semi-Auto is a 
mechanical de\'ice which will not last forever, 
and as such, is subject to w^ear and rec|uires 
peiiodic inspection, adjustment, and scA'icc. 
Like all Browmiiig fireamts, your 22 Semi-Auto 
should be serviced liy a Browning Kecom- 
mended SeAtce Center or by Browning’s 
sen'icc facility in Arncdd, Missouri. Bix)waiing 
cannot assume any responsibility' for injuries 
suffered or caused by lack of sewicirig or 
unauthori^ied servicing, alterations or modifica- 
liohs of Browning firearms, 

IT CAN BE VERY DANGEROUS TO ALTER THE 
TRIGGER OR OTHER FIRING MECHANISM PARTS 
OF THIS OR ANY OTHER FIREARM. 



General Operation 

Your new^ Browning is a blow-back type action, 
semi-automatic repeating rifle. With cartridges in 
tlie magazine and one in the chamber and tlie 
safety in the off safe or fire position, the rifle will 
fire a single round with each successive pull of 
the trigger until the magazine and chamber are 
empty. 

Nomenclature 

In cf)nventional gun terminology^ the positkm and 
movement of gun parts are described as they oc- 
cur with the rifle horizontal and in nonnal firing 
position: i.e., the muzzle is fori^'ard or front; die 
butt stock is rearw’ard or rear; the trigger is down- 
ward or underneath; and the .sights are upward or 
on top. For general nomendanare used in this 
manual liefer to Figure 1. 

Serial Number 

You will find the serial number of your rifle 

stamped at the lowei' i^ear of the right side of the 
receiver. 

Initial Cleaning 

BEFORE THE FIRST FIRING, CLEAN THE ANTI- 
RUST COMPOUND from the inside of the band 
and the orttside of the banel and receiver with a 
cleiin rag and iiglit gun oil such as Browning Oil. 
(See “Care and Cleaning” on page 15.) 

Ammunition 

Tlie Browning 22 Semi-Auto semi-automatic rifle 
must be used tmly w ith .22 CALIBER RIMFIRE 
AMMUNITION AS DESIGNATED ON THE BARREL . 

Current models are designed and chambered for 
,22 catil>e]' Long Rifle cartridgc.s. Do not shoot 
blanks or i>ird shot cartridges in your 22 Semi- 
Auto. Always read the ammunition box ialxd and 
any enclosures provided with your ammunition. 



BE CAREFUL! 
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Figure 1 






A. Trigger 

B. Barret 

C. Trigger Guard 

D. Receiver 

E. Trigger Assembiy 

F. Breechblock 

G. Buttstock 

Operatlor\ of the Safety 

A cro.ssbolt t}'pe safety' is ainveniendy located in 
the fonvard part of rlie trigger guaixJ. This safety 
tievice blocks trigger movefnent when in the "on 
safe" position. When the rifle is "on safe"^ the 
large head of the safet)^ on the right side of the 
trigger guard (see Figure 2) protmdes our from 
the trigger guard. When the large head of the 
safety is pushed inward (from right to left) against 
the trigger guards a red warning dot appears on 
the small head side of the safety bolt, indicating 
the rifle is ready to fire. To move the safety "on 
safe”, press the head of the safety f^olr from left to 
right. A left-hand safety can be installed on this 



H Forearm 
t. Loading Port 

J. Finger Piece 

K. Magazine Tube 

L. Barrel Take‘Up Adjusting Ring 

M. Safety 

N. Barret Lock 




rifle in which case the "on safe’' and off safe direc- 
tions given above are reversed. 
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Fiaure 3 







WHENEVER A CARTRIDGE IS CHAMBERED, THE 
RIFLE SHOULD BE KEPT IN THE "0/V SAFE'' PO- 
SITION UNTIL YOU ARE READY TO FIRE /L Jn 

ha, it is a good practice to KEEP THE SAFETY IN 
ITS “0/V SAFE'* POSITION AT ALL TIMES, even 
when the rifle i.s unloaded, except when actually 
firing the rife 



about 1/2” with your thuml) (see Figure 3)- Insert 
the ijarrel into tlie t^ceiiwSiS far as it will go. Be 
sure to hold the receiver when aiming the barrel 
to connect it to the receiver'. HOLDING THE GUN 
BY THE STOCK DURING THIS PROCEDURE MAY 
DAMAGE THE STOCK. Tum the receiver dock- 
wise 1/4 turn until it stops in proper alignment 
with the receiver/stock: sights on top and foreanii 
down. Release tlie finger piece allowhig liie 




Figure 4 




Figure 6 



How to Assemble Your 22 Semi-Auto 

Your 22 Semi- Auto is usually supplied in its box, 
taken down, with the barrel removed from the 
receiver. To assemble the barrel to the receiver, 
first move the safety to the "on safe” position. 
Tlien make sure that the barrel lock is in the for- 
ward position. Hold the barrel by the forearm, 
with the left hand, with the sights upward. Hold 
the receiver RIGHT SIDE UP in tire right hand, 
while at tire same time reti^cting the breechblock 



breechblock to go fully forward. Lcx:k the barrel 
into position by drawing tlie barrel lock rearward 
(see Figure 4), 

Removing the Barrel from the Receiver 

Holding the rifle upside dowm, push the barrel 
lock forward. Draw the breechblock back 1/4 inch 
or more, by the finger piece (see Figure 5), and 
hold with ^e thumb of the right hand, Give tlie 
barrel a 1/4 tum docbvise and separate the two 
pieces (see Figure 6). Removing the barrel from 





the receiver is netessar\' for cleaning, and is also a 
safe, convenient way to store your 22 Semi-Aiito. 

Loading the Magazine 

.-Mter being certain that the safetv' is in the "on 
safe” position, turn tlie sernued magazine tab lo- 
cued in tlie butt plate (see Figure 7) 1/4 turn and 
pull the magazine rod assembly straight back until 
it stops. Drop die cartridges into the opening in 



Loading a Round into the Chamber 

After ioaditig the magazine, and double checking 
to be suie the rifle is "on safe", witlidraw^ the 
breechblock as far as it will go by pulling lear- 
wards on the finger piece of the breechblock. 
Then release the finger piece allowing it to spring 
fbrivac'd of its own accord. Tliis procedure feeds 
the first cartridge mo the chamber and the rifle is 



Figure 8 




the side of the stock, l)ullet forward (see Figure 
8). The magazine holds 11 cartridges of ,22 Long 
Rifle. Push the magazine assembly completely into 
tlie stock and turn approximately 1/4 turn either 
way to lock. If the magazine does not push in 
freely, turn it alternately right and left and at the 
same time push forw-ard. Tlie magazine w4ll not 
lock unless completely forward. 



ready for firing. Subsequent feeding and ejection 
operations are perfbmied autotnatolly imtil the 
rifle is empty. Wlien the lifle is not actually being 
fired, ALWA YS KEEP THE SAFETY IN THE 
SAFE^' POSITION. 

Unloading Without Firing 

There are tw'o ways to unload your Browning 22 
Semi- All to withemt firing, Both unloading proc:e- 
dures should always be aecc?mplished wiih the 
safet}' in the "on siife” position and writh the barrel 
pointing in a safe direction, 

UNLOADING BY CYCUNG THE ACTION ™ 

To unload un fired shells merely w'ork the breech- 
block FULLY TO TUB mAi, and back and forth 
until all cartridges have been individually ejected 
(see Figure 9). As a safety precaution, always 

WORK THE BREECHBLOCK FULLY TO THE REAR 
SEVERAL TIMES AFTER THE LAST UNFiRED 
CARTRIDGE HAS BEEN DELIVERED through the 
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ejection opening to make sure no cartridge is left 
in tire chaEnber. Then, check visually by holding 
the breechblock rearward with the thumb and 
lookiEig into the receiver cavity, paying special 
attention to tlie magai^ine feed mechanism, to be 
sure no cartridges remain. 



Figure 11 




Disassembling the Mechanism 

WEAR EYE PROTECTION DURING ALL 
DISASSEMBLY PROCEDURES. 

I'o give your rifle proper care, further disassembly 
is occasionally required. Before l)eg inning any dis- 
assembly procedure MAKE SURE YOUR RiFLE iS 



UNLOADING THROUGH THE MAGAZINE— 

\Xrith the barrel pointed slightly downward, pull 
the magazine rear^vard as explained above in 
''Loading the Magazine’' on page 7. With the 
magazine extended from the buttplate, grasp the 
serrated magazine tab in one hand and turn the 
magazine assembly about 1/8 of a turn, Simulta- 
neously puli the magazine rearward. The maga- 
zine assembly will come free and can be fully re- 
moved out the buttplate. Hold the rifle butt down 
and dump the cartridges into your free hand 
through die hole in the buttplate. Replace the 
magazine tube assembly and lock it in position. 
Work the action back and forth several times 
WORKING IT FULLY TO THE REAR. 

Invert the rifle and visually inspect the chamber 
and receiver cavity, paying special attention to the 
magazine feed mechanism, to be sure no car- 
tridges remain. 



FULLY UNLOADED as explained previously. Dis- 
assembly is very' easy and may be accomplished 
as follows witliout die aid of tools: 

1 After removing the barrel (see ''Remoiing tlie 
Barrel from tlie Receiver'' on page 5), push the 
trigger guard forw^ard about 1 1/4" until the rails 
on die trigger guard dear the grooves in the 
receiver (see Figure 10). While holding the 
breechblock rean-vard w-Rli the thumb, pivot tJie 
rear end of the trigger guard aw^ay from the re- 
ceiver (see Figure 11). This procedure removes 
the entire trigger assembly and breechblock and 
is an ordinarily sufficient disassembly for nor- 
mal cleaning. 

Be careful not to lose the artridge stop located 
in die top of the receiver ca\nty. It can easily be 
removed for cleaning by simply lifting it out. 
Replace wldi the smaller, rounded pin inserted 
in the hole toward the front of the receiver, and 



(Continued on page 1 1} 
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Browning 22 Semi-Auto Parts List 



K^YNO. 


PARim. 


DESCRIPTION 


KEY NO. 


PART NO. 


DESCRiPTtON 


01 


P06S553 


Barrel Adjusting Ring 


30 


•PO66910 


Front Sight Gold Bead 






Follower Spring 


31 


P066861 


Magazine Assembly 


02 


P066552 


Barrel Adjusting Ring 


32 


’P066506 


Magazine Tube Outer 






Follower 














33 


P066885 


Magazine Tube Stop Plate 


03 


P066546 


Barrel Adjusting Ring 






Screw (not shown) 


04 


P06654S 


Barrel Lock Ring 


34 


P 06 6875 


Magazine Tube Stop Plate 


05 


P066549 


Barrel Lock Spring Plunger 






(not shown} 


06 


P066548 


Barrel Lock Spring 


35 


PO66840 


Magazine Tube Stop Spring 


07 


PO66550 


Barrel Lock 


36 


■P066399 


Rear Sight Assembly, Folding 


oe 


*PO 66530 


Barrel 






Leaf 


09 


•PO66620 


Breechblock 


37 


t*P066521 


Receiver 


10 


P066925 


Butt Plate Screw 


38 


PO66680 


Recoil Spring Guide 


11 


•P066B35 


Butt Plate 


39 


P066675 


Recoil Spring 


12 


•PO66820 


Butt Stock 


40 


•P066748 


Safety, Right & Left Hand 


13 


P066825 


Butt Stock Screw Escutcheon 


41 


POS6765 


Safety Spring Plunger 


14 


P066613 


Cartridge Guide Spring 


42 


P066755 


Safety Spring 


15 


P066596 


Cartridge Guide 


43 


PO66902 


Scope Mount Base Filler 


16 


P066586 


Cartridge Stop 






Screw 


17 


PO60738 


Disconnector Pin 


44 


P06669B 


Sear Pin 


16 


*POe6734 


Disconnector 


45 


P066744 


Sear Spring Pin 


19 


P066658 


Extractor Spring Retainer Pin 


46 


PO66705 


Sear Spring 


20 


PO66650 


Extractor Spring Retainer 


47 


•P066694 


Sear 


21 


P066645 


Extractor Spring 


48 


P066900 


Sight Slot Blank Special Size 


22 


P066637 


Extractor 






(not shown) 


23 


PO66670 


Firing Pin Spring Guide 


49 


PO66770 


Stock Nut Washer 


24 


P066665 


Firing Pin Spring 


50 


POS6709 


Stock Nut 22 


25 


poeee59 


Firing Pin 


51 


PO06687 


Trigger Guard 


26 


P066565 


Forearnn Escutcheon 


52 


POS6729 


Trigger Pin 


27 


'P066565 


Forearm 


53 


P066725 


Trigger Spring 


28 


‘P066525 


Forearm Retainer Stud 


54 


•PO60712 


Trigger, Left Hand 


29 


•P066575 


Forearm Screw 


55 


•PO6071O 


Trigger, Right Hand 



^ IttiitciUes part must bejtueii by Brownirij^ S^ervke Ikpartment or qttaUfied ^tinsmith, 
f Part may be purchased only by boMers of curreiit, ralid federal Flreanus Uceiise^ 

Parts list refers to Grade I (standard models), 22 long rifle eaiiber only ordering parts for other Browning 22 SemMuto 

models please indicate grade, caiiber (22 Long or Short), right- or tejt-handed, serial number, and whether it Is an older styie/dis^ 
continued modeL 



Figure 12 



Figure 14 





Cartridge Stop 
Positscm'ng 



[he larger, squared-off pi'otnision in.serted In the 
larger round cavity (see Figui'e 12). 

2 It requires some skill and praciice to disas- 
semble the rifle furtiier, but sliould the need 
arise, proceed as follows: With the trigger as- 
senibly and !)^eech!:^iock in your hand, (re- 
moved from the receivei^) [>iacc the "safety'’' in 
the off-safe position and release the II ring pin 




guide (foEn the hi'eechhlock, and trigger guard 
housEEtg for cleaning, 

4 To remove the extraaoi; camfully pundt out 
the extractor spring retaining pin^ after which 
tlie extractor spring retainer, extractor spring, 
and extnrctor can be removed from the l>reedv 
block. Tlie extraaoi' S[>ring retainer and spring 



Figure 73 




by pulling tlie trigger. Draw the breechblock 
back W\ then lift up on the fotw^ard end until 
tire finger piece clears the trigger guard plate 
(see Figure 13). Allow tlie breechblock to travel 
forward slowly^ holding tlie recoil spring l>e- 
tween thumb and fingers to prevent its escape, 

3 Remove tlie recoil springs recoil spring guide, 
firing pin, firing pin spring, the firing pin spring 



are tinder leEisiun, so take sj^edal care wlien 
removing the pin to prevent losing ttiem. It is 
desirable to occasionally renio\'e the carbon 
and residue that fomis in the slot tmderneath 
the extractor, A good firearms cleaning solvent 
may be I’lelpful, 

Assembling the Mechanism 

WEAR EYE PROTECTiON DURING ALL 

REASSEMBLY PROCEDURES. 

1 To reinstall the extractor, extractor spring, and 
extractor S[)ring retainer, first, insert the extrac- 
tor into tlie slot (see Figure 14), 
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Figure IS- A 



Extrac^tor Spring 





Figure 17 



Then, insert the spring into the spring retainer 
and slide both parts into the slot (see Figure 15- 
A), holding the retainer against the spring ten- 
sion wltile you slip tiie retaining pin in place 
(see Figure 15-B), 

2 Rcinstail the firing pin, firing pin spring, and 
firing pin spring guide in die breechblock, 11ie 



3 Reinstall the breechbkx:k assembly on the rails 
of the trigger guard. 

4 The firing pin spring guide is reinstalled on the 
trigger guard stud as folio ws^ Gral> the end of 
firing pin spring guide in your fingers and coin- 
pre.s,s the spring for^^aixi, then position tlie end 



Figure 16 





Trigger Buard Stud 



Fiaure 18 









■■ Hetnstailing the M 
spring an^ 



firing pin is inserted pin end first. Line up the 
firing pin so that the pin portion of the firing 
pin aligns with the firing pin hole located ai the 
front of the breechblock — the flattened edge 
on the rear of the firing pin will be facing 
downward (see Figure 16). 

Reposition the firing pin spring and firing [:>iii 
spring guide in the breechblock (see Figure 17), 



of the guide in the recess fotind in tlie trigger 
guard stud (see Figure IS), 

5 To replace the recoil spring and recoil spring 
guide in the breechljlock, proc’eed as follows; 
Holding the trigger guard and breechblock as- 
sembly in the left hand wltli the top side up 
and the rear of the trigger guard away from 
you. insert the recoil spring, with the recoil 




Figure 19 




guide inserted in the other end, into the recoil 
spring hole of the breechblock. 

Place the index finger of your right [land over 
the end of the recoil spring guide^ at the same 
time holding the recoil spring between the 
thumb and finger of the left hand (see Figure 
19). Tlien compress the recoil spring into the 
recoil spring guide and, at die same time, feed 
both spring and guide into tlie breechblock un- 



Frgure 20 




til the end of the recoil spring guide can be re- 
leased against iLs retaining lug on the trigger 
guard stud (see Figure 20X 

This operation is slightly difficult and requires 
some praaice. 

THESE PARTS ARE UNDER SPRiNG TENSION. 
TAKE SPECiAL CARE TO PREVENT THEM 
FROM FLYiNG OUT AND BECOMING LOST OR 
CAUSING INJURY. 



Figure 21 




6 Before reinstalling the trigger guard/breech- 
bkxrk iissemblies in tlie receiver make sure that 
the cartridge stop is positioned proj)erly in the 
top of the receiver cavity. To do thi.s, position 
the cartridge stop with die smaller, rounded pin 
inserted in the hole toward the front of the re- 



ceiver, and the la['gei; sqitared-off proiRssion 
iaseiicd in die larger round cavity (see Figtii'e 
12 on page 11). 

7 To replace tiie trigger guard and breechbkrk 
assembly in the receiver, hold the breechblock 
fully rear^vard with your thumb and insert the 
rear of the trigger guard rails into tlie front of 
the grooi'es in tlie receiver (see Figure 21). 

Piess the rear of the trigger guard into position 
in the receiver and slide rearward into place. 
Should the trigger guard fail to slip into position 
easily, draw the breechblock reamard and at 
the same time press dowm lightly in the trigger 
guard. Reinstall die barrel to the receiver as ex^ 
plained under "How to Assemble Your 22 Semi- 
Auto'' on page 6, 
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Figure 22 




Adjusting Barret Fit (Barrel Take-up) 

If, iifrer mne, (he barrel remain.s loose when 
mounted lo the receiver, an adjustment should be 
made. On current models, the semited j'lng, lo’ 
Ciited just foAvard of the breedi end of the l>anel, 
is merely turned toward the receiver as explained 
below. 



] I'lrst. remove lire fxtrrel from the stock/recei\^er 
portion of tlie rifle, 

2 Tlien, holding the baiTel with the muzzle 
pointed away from you, turn the adjusting ring 
to tlie left (coiinter-dockwise) the space of one 
notch (see Figure 22). An audible dick will be 
heard for each notch the ring is turned. 

3 Reassemble the rifle and check for f\l If still 
loose, repeat the process. Sh{)Ltld you over 
tighten the barrel, (indicated l)y inability to as- 
semble the barrel to the receiver), merely re- 
verse the operation by turning the adjustment 
ring one or more notches in a ck^ckwise ttirec- 
ilon. 

TiGHT BARREL-TO-RECBVER RT tS 
EXTRBMBL Y IMPORTANT FOR ACCURACY. 



Sight Adjustment 

The 22 Semi-Auto has an adjustable folding rear 
sight, imd comes from the factoty^ with siglits set 
f(3r a distance of 50 yard.s. 

VERTICAL CORRECTION ""To adjust the rear 
sight for vertical correction, loosen the ixvo small 
locking screws in die face of the sight with a fine 
blade screwdriver. Next, move the plate with the 
"'U" shaped notch up or dowm, as needed, Mo\4tig 
the plate up niises the point of impact. 

Moving the plate down low^eis the point of inv 
[:>act. When verticil correaion is done, lock the 
tW'O screw^s lightly, but Rniily. 

White graduation marks are etched into the body 
of the sight to help in zeroing anti sighting-in. 

One graduation moves the point of impact ap- 
proximately twx) inches at 50 yard.s. 



WtNDAGE CORRECTION — Lateral (or windage) 
adjustment sh(,mld he correct at the time you pur- 
chase your gun. How'ever, if needed, move either 
the front or rear sight to the right or left for lateml 
adjustment. Each of these .sighLs Ls seatred to the 
baiiel in dovetail slots. Tap the sight at its base to 
move it in the direction desired. Keep this simple 
nile in mind: The rear sight should be moved the 
mme direction you wish the i>oint of bullet impact 
to move; the front sight should tie moved in the 
opposite direction from that you wish the point of 
liullet itnpact to move. Making adjustment for 
windage is a process of trial and error. Forti:- 
nately, it is seldom necessary. 
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Scope Mount 

All 22 Semi- Autos eome drilled and tapped for 
mourning a rifle scope. Special mounts specifically 
designed for [he Bixwning 22 Semi-Auto are rec- 
ommended. These mounts attach to the barrel ^ 
not the receiver. This type of mounting permits 
take-down of the rifle without altering zero and 
further assures fine accuracy. (Use Brow^ning bar- 
rel mount base No. 8517.) 

Care and Cleaning ^ 

BE CEBTAiN YOUR RIFLE IS UNLOADED AND 
ALWAYS WEAR EYE PROTECTION WHEN 
CLEANING YOUR RIFLE. (See section titled 
''Unloading Witliout Firing'" on page 7 for details.) 
Your 22 Semi-Auto lifle should be cleaned wqthin 
a reasonable time period after shooting. 'Ilie 
correct procedure for cleaning is as follows: 



1 Remove the band from the receive]' as de- 
scribed on page 6. 

2 USE A 22 RIFLE ROD AND PROPERL Y SIZED 
PATCH SATURATED WITH A GOOD BRAND 
OF BORE CLEANER, Insert the roci and patch 
in the barrel anti am it l)ack and forth several 
times. Caution shouki l)c taken that tlie rod or 
handle does not strike the crown of the muzzle. 
Damage to this area can affect the accuracy of 
the rifle. During [he barrel deaning procedure^ 
place the breech lx)lt in its open position to 
allow the end of the rod and patdi to go 
completely through the bore and partly into the 
receiver. 

3 INSPECT THE CHAMBER AND BORE FOR 
POWDER AND/OR LEAD FOULING. If any 

remaining pow^der or lead fouling cannot be 
removed by repeating step 2 alTOve, it may be 



necessary to use a .22 caliber brass lx)re brush. 
Dip the bmsh in any gcxxl quality^ nitro bore 
solvent and scrub the chaml>er and bore until 
the fouling is removed. To prevent i>rass bristles 
from breaking off^ the baish shouki be pushed 
complerdy through the tx>re before teing 
wdhdrawn. 

4 After fouling has l^een rcjnoved, the bore 
should be w4ped dry. Finally, a patch, lightly 
oiled with a gun oil like Browning Oil, should 
be mn ihrOLigh for protection, 

5 REMOVE AND CLEAN THE BREECHBLOCK. 

Removing the breechblock may only be neces- 
sar)^ occasionally. Test ils function to be sure it 
opemies smootlily — if not^ it will need clean- 
ing. When deaning is required see tlte section 
titled "Disassembling the Mechanism" on page 
8 for the proper pr(x:edure. 



W'iih tlie breechl>!ock removed, dean the dirt 
and grease from the grooves on the top of tlte 
breechblock. Wipe off residue from ihe face of 
tlie breechblock and the opening of the maga- 
zine into the receiver. A gtxxl solvent iuay Ixr 
necessary to remtwe blcwback fouling. Mvy 
dried oil in lliese areas should be reEiioved. Fol- 
low this cleaning with a very light film of oil on 
the affected parts. Do Etot [:^our large quantities 
of oil into the action, An excess of oil will am 
into tlie w(x.x! and cause it to soften t>i' waip. 
Browning C)i! aeros{>l is ideal for this light 
oiling. 
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ff, lifter long use, the extractor l:jegins to stick, it 
ubo slioulcl be lemovecl and cleaned. The car- 
tridge guide should be oiled, (not excessively), 
and a few drops occasionally should be pm in 
the magazine tube. It is important to keep the 
locking threads of the barrel and receiver clean, 

6 WtPE OFF EXPOSED METAL SURFACES WiTH 
AN OILED CLOTH, making Sure to wipe the 
rifle clean of all finger marks where moisture 
will accumulate. Ordinary' good judgment will, 
of course, indicate that the metal of the rifle 



should receive a light film of oil any time the 
rifle has been exposed to bad weather or exces 
sive handling. 

7 THE WOOD SURFACES CAN ALSO BE WfPED 
LIGHTLY WiTH BROWNING OIL or polished 
with any quality himirure wax, but not both, 

8 The cleaning suggestions recommended alx)ve 
should te all rliat is necessary', FURTHER D/S- 
4SS£/WB£ Y IS NOT RECOMMENDED. 



Service or Repair 

[('your firearm .should. rot|Uire service nr rc- 
fxiirs, we ,siigge,st you firsL contact a local 
recommended Brcjwntng I'lrearins Service 
C’eiiEer. C/jEiiacf yotir Browning sporting 
got>ds dealer or call our Seivice Do part - 
mem for ilie address of the Ser%ace Center 
nearest you. Otherwise, you may send 
your firearm directly to t>L]r own Seivice 
Depart mem. For teclinical c[uestions alxntt 
V'CJLir fireartn or seiwice call r?ur Sendee 
Department, 

Browning Service Department 
3005 Arnoid Tenbrook Road 
Arnold, Mlssoun 63010-9406 
Phone: 1-800-322-4626 

Canadian Customers call or write: 

Browning Canada Sports LidJiteOf 
5617 Chemin St-Francois 
St-Laurentf Quebec H4S 1W6 
Phone: (514) 333-7261 



When returning your firearm for servicing, 
you do the following: 

a. Be sure it is completely unloaded. 

1>. Package it securely in a cardboard 
container, 

c. hnciose a letter with your tire arm 
iliat clearly de,'Hcribes ilie Lix)ulde 
experienced and the repairs or 
alieraikai,s desired, 

d. If convenient, ,send a copy of the 
letter to us separately, 

e. Never return ammunition vs'ith your 
flreitrm. It is against postal anrl most 
cr > m m e rce re gu I a i lo ns , 

If you have any tjuestions aix)ut this 
maiHaal or al‘>out any otiier Browning 
products, call or write our Consumer 
[ n fo i‘m a t i o I’l D c p a ['t me nt : 

Browning Consumer Information 
Morgan f Utah 840S0 
Phone: (801) 876-271 1 



